
SOLAR MODULES CIS-THIN-FILM 

Sulfurcell SCG52-HV-F, SCG55-HV-F, SCG57-HV-F,   
 SCG60-HV-F

PRODUCT ADVANTAGES: 
 
Applicable for grid connection

Power warranties* 
  20 years (80 %) 
  10 years (90 %)

2 years product guarantee*

Power tolerance ± 5 %

IEC 61646 tested and certified

Mechanical load test up to 5400 Pa

IEC 61730, Application Class A for a system voltage up to 1000 V 

Fast and inexpensive mounting: 
  Delivered ready for connection 
  Pre-confectioned cables 
  Multi-Contact plug-in connectors 
  Integrated bypass diodes

Homogeneous colouring of frame and module surface

100 % end control with individual registration of the electrical  
characteristics  

Extremely low consumption on material

www.refexenergy.com
REFEX ENERGY PVT. LTD.
Corporate Office : 406, Dalamal Chambers, 29, New Marine Lines, Mumbai - 400 020 Tel : +91 22 22001190 Fax : +91 22 22032579
Registered Office : New No. 67, bazullah Road, T.Nagar, Chennai - 600 017 Tel : +91 44 42694111 Fax : +91 44 42694112



Technical data

SCG		  52-HV-F	 55-HV-F	 57-HV-F	 60-HV-F

Nominal peak power	 Wp	 52.5	 55.0	 57.5	 60	

Guaranteed minimum power	 Wp	 49.8	 52.2	 54.6	 57.0	

Nominal voltage	 V	 37.8	 38.8	 39.7	 40.3	

Nominal current	 A	 1.39	 1.42	 1.45	 1.49

Open circuit voltage	 V	 50.2	 50.9	 51.4	 52.1

Short-circuit current	 A	 1.67	 1.69	 1.71	 1.74

Temperature coefficient of ISC	 %/°C	 0.04	 0.04	 0.04	 0.04

Temperature coefficient of UOC	 mV/°C	 –131	 –132	 –134	 –135

Temperature coefficient of Pmax	 %/°C	 –0.3	 –0.3	 –0.3	 –0.3

Length	 mm	 1258	 1258	 1258	 1258

Width	 mm	 658	 658	 658	 658

Height	 mm	 30	 30	 30	 30	

Weight	 kg	 14.6	 14.6	 14.6	 14.6

Article numbers		  240150052HVF	 240150055HVF	 240150057HVF	 240150060HVF
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Dimensioned drawing Sulfurcell SCG52-HV-F, SCG55-HV-F, SCG57-HV-F, SCG60-HV-F

Electrical values under standard test conditions: 1000 W/m2; 
25 °C; AM 1.5.  
Subject to modifications that represent progress.

Attention:

The negative pole of the PV generator must be grounded.

Please observe the installation manual.

* The complete warranty conditions are binding as per your  
relevant version. Corresponding copy can be requested from  
your IBC SOLAR specialist partner.


