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DIMENSIONS

STP		  040S-12/Rb 	 065S-12/Sb 	 085S-12/Bb
A 	 mm 	 665.0	 665.0	 541.0 

B 	 mm 	 537.0	 771.0	 1195.0 

C 	 mm 	 30.0	 30.0	 30.0 

D 	 mm 	 632.0	 632.0	 508.0 

E 	 mm 	 430.0 	 430.0	 – 

F 	 mm 	 504.0	 738.0	 –

G	 mm	 302.0	 536.0	 960.0

H	 mm	 –	 –	 660.0

J	 mm	 3000.0	 750.0	 750.0		

Plug		  –	 MC	 MC

Technical data

STP		  040S-12/Rb 	 065S-12/Sb 	 085S-12/Bb
Nominal peak power 	 Wp 	 40	 65	 85 

Guaranteed minimum power 	 Wp 	 38	 61.7	 80.7 

Nominal voltage 	 V 	 17.4	 17.8	 17.8 

Nominal current 	 A 	 2.3	 3.65	 4.8 

Open circuit voltage 	 V 	 21.8	 22.1	 22.2 

Short-circuit current 	 A 	 2.58	 4.05	 5.15 

Temperature coefficient of ISC 	 %/K 	 0.055 	 0.055 	 0.02

Temperature coefficient of UOC 	 mV/K 	 –78	 –78 	 –75

Temperature coefficient of Pmax 	 %/K 	 –0.48	 –0.48 	 –0.46

Weight 	 kg 	 4.5	 6.2	 8.0 

Article numbers		  200050040S	 200050065S	 200050085M

Dimensioned drawing Suntech Power STP040S-12/Rb, STP065S-12/Sb, STP085S-12/Bb

IBC SOLAR AG • Am Hochgericht 10 • 96231 Bad Staffelstein, Germany • Phone +49 (0)9573-92 24 0

* The complete warranty conditions are binding as per your  
relevant version. Corresponding copy can be requested from  
your IBC SOLAR specialist partner.

Electrical values under standard test conditions: 1000 W/m2; 25 °C; 
AM 1.5.  
Subject to modifications that represent progress.


